Committed to Continuous Improvement

The Five Pillars of Performance

1. EFFICIENCY FOR THE LONG RUN
2. HIGHER AMPS AT IDLE & CRUISE SPEED
3. RELIABILITY IN SEVERE ENVIRONMENTS
4. LOWER OVERALL OPERATING COSTS
5. LOWER WEIGHT & SMALLER SIZE

LEADER IN AMPS

DENSO HD Premium SC consistently produces greater amps at all RPMs than comparable brushless models.

LEADER IN EFFICIENCY

DENSO HD Premium SC models exceed expectations in their efficiency.

INNOVATIVE SQUARE WIRE DESIGN

Breakthrough wire design created the smaller and lighter weight models.
The DENSO HD Premium SC line of alternators is designed to have 100% of pad-mount coverage.

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Manufacturer</th>
<th>Family</th>
<th>AMPS</th>
<th>DENSO Part Number (Passenger Side)</th>
<th>DENSO Part Number (Drivers Side)</th>
<th>AMPS</th>
</tr>
</thead>
<tbody>
<tr>
<td>8600015</td>
<td>Delco Remy</td>
<td>36SI</td>
<td>165</td>
<td>211-9210</td>
<td>211-9200</td>
<td>170</td>
</tr>
<tr>
<td>8600066</td>
<td>Delco Remy</td>
<td>35SI</td>
<td>140</td>
<td>211-9210</td>
<td>211-9200</td>
<td>170</td>
</tr>
<tr>
<td>8600073</td>
<td>Delco Remy</td>
<td>36SI</td>
<td>165</td>
<td>211-9210</td>
<td>211-9200</td>
<td>170</td>
</tr>
<tr>
<td>8600078</td>
<td>Delco Remy</td>
<td>28SI</td>
<td>180</td>
<td>211-9211</td>
<td>211-9201</td>
<td>185</td>
</tr>
<tr>
<td>8600127</td>
<td>Delco Remy</td>
<td>36SI</td>
<td>170</td>
<td>211-9210</td>
<td>211-9200</td>
<td>170</td>
</tr>
<tr>
<td>8600201</td>
<td>Delco Remy</td>
<td>28SI</td>
<td>160</td>
<td>211-9210</td>
<td>211-9200</td>
<td>170</td>
</tr>
<tr>
<td>8600248</td>
<td>Delco Remy</td>
<td>36SI</td>
<td>165</td>
<td>211-9210</td>
<td>211-9200</td>
<td>170</td>
</tr>
<tr>
<td>8600252</td>
<td>Delco Remy</td>
<td>36SI</td>
<td>165</td>
<td>211-9210</td>
<td>211-9200</td>
<td>170</td>
</tr>
<tr>
<td>8600252</td>
<td>Delco Remy</td>
<td>38SI</td>
<td>215</td>
<td>211-9213</td>
<td>211-9203</td>
<td>220</td>
</tr>
<tr>
<td>8600253</td>
<td>Delco Remy</td>
<td>28SI</td>
<td>200</td>
<td>211-9212</td>
<td>211-9202</td>
<td>205</td>
</tr>
<tr>
<td>8600314</td>
<td>Delco Remy</td>
<td>28SI</td>
<td>200</td>
<td>211-9212</td>
<td>211-9202</td>
<td>205</td>
</tr>
<tr>
<td>8600367</td>
<td>Delco Remy</td>
<td>36SI</td>
<td>165</td>
<td>211-9210</td>
<td>211-9200</td>
<td>170</td>
</tr>
<tr>
<td>8600707</td>
<td>Delco Remy</td>
<td>38SI</td>
<td>215</td>
<td>211-9213</td>
<td>211-9203</td>
<td>220</td>
</tr>
<tr>
<td>8600889</td>
<td>Delco Remy</td>
<td>24SI</td>
<td>160</td>
<td>211-9210</td>
<td>211-9200</td>
<td>170</td>
</tr>
<tr>
<td>19020889</td>
<td>Delco Remy</td>
<td>22SI</td>
<td>150</td>
<td>211-9210</td>
<td>211-9200</td>
<td>170</td>
</tr>
<tr>
<td>110-555PHO</td>
<td>Leece Neville</td>
<td>8LHA/P</td>
<td>160</td>
<td>211-9210</td>
<td>211-9200</td>
<td>170</td>
</tr>
<tr>
<td>A160207</td>
<td>Leece Neville</td>
<td>AVI</td>
<td>210</td>
<td>211-9212</td>
<td>211-9202</td>
<td>205</td>
</tr>
<tr>
<td>A160210</td>
<td>Leece Neville</td>
<td>AVI</td>
<td>170</td>
<td>211-9210</td>
<td>211-9200</td>
<td>170</td>
</tr>
<tr>
<td>AL9920LL</td>
<td>Bosch</td>
<td>LHX</td>
<td>170</td>
<td>211-9210</td>
<td>211-9200</td>
<td>170</td>
</tr>
<tr>
<td>AL9921LL</td>
<td>Bosch</td>
<td>LHX</td>
<td>200</td>
<td>211-9212</td>
<td>211-9202</td>
<td>205</td>
</tr>
<tr>
<td>AL9961LH</td>
<td>Bosch</td>
<td>LH</td>
<td>160</td>
<td>211-9210</td>
<td>211-9200</td>
<td>170</td>
</tr>
<tr>
<td>AL9962SB</td>
<td>Bosch</td>
<td>LH</td>
<td>200</td>
<td>211-9212</td>
<td>211-9202</td>
<td>205</td>
</tr>
<tr>
<td>AM0071</td>
<td>Mitsubishi</td>
<td>AM</td>
<td>200</td>
<td>211-9212</td>
<td>211-9202</td>
<td>205</td>
</tr>
<tr>
<td>AM1771</td>
<td>Mitsubishi</td>
<td>AM</td>
<td>160</td>
<td>211-9210</td>
<td>211-9200</td>
<td>170</td>
</tr>
<tr>
<td>AVI2800P</td>
<td>Leece Neville</td>
<td>AVI</td>
<td>190</td>
<td>211-9211</td>
<td>211-9201</td>
<td>185</td>
</tr>
<tr>
<td>AVI555P</td>
<td>Leece Neville</td>
<td>AVI</td>
<td>170</td>
<td>211-9210</td>
<td>211-9200</td>
<td>170</td>
</tr>
<tr>
<td>BLP4005H</td>
<td>Leece Neville</td>
<td>Idle Pro</td>
<td>220</td>
<td>211-9213</td>
<td>211-9203</td>
<td>220</td>
</tr>
</tbody>
</table>

NOTE: The DENSO HD Premium SC Alternators will mount to any Standard SAE PAD mount.